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Specifications / Model Classificarion of Hoist

Type & Model Selection
Explanation of KUKDONG Hoist
m-- _ --_- Type Blank- Standard speed
(34) C-Creep speed
Rated load (5T 2 2L 8 5L 7 s 1) s ) Ordinary type

(B201%) 0.5,1,2,2.8,3,5 . Low-Head type
2,3,5,7.5,10,15,20,30,35,50,60tuble-rail type

Hoisting speeH-High speed

(HEEE) L-Low speed

Lift 6,12,18,24,30 : Ordinar{ype

() (3, i Low-Head type
12,18,24,30 ' Double-rail type

Type MA-Main & Aux type

(A S-Suspension type

M-Mator Driven trolley
P-Hand-push trolley
G-Geared trolley

D-Double rail type

L-Low head type

DL-Double rail Low head type

Optimum Model from Various Hoist type

LIFT 0.5ton 1ton 2ton 2.8ton 3ton 5ton 7.5ton 10ton 15ton 20ton 30ton

9M o o o o o) o o) o
12M o) o) o) o) o) o) o o) o) o) o)
ORDINARY 18M o o) o) o) o) o) o o o) o) o)
24M o o) o) o o o o o) o o) o)
30M o o) o) o) o) o) o o)
6M o o o o) o) o o
LOW HEAD
M o o o o) o) o o
12M o) o) o o o o o) o) o)
18M o) o o o o o o) o) o)
DOUBLE
24M o o o o o o o o o)
30M o) o) o) o) o)
LOW DOUBLE 6M o o) o o) o o

http://www.kdhoist.com (2



SO|AEQ] CHHAXE
CRross-Secrion View

Prime planetary gear train

Control box Second planetary gear train

Brake coil
Brake wheel

- Winding drum

Motor

Reduction gear train

DC disc brake

ZOIAEQ] AIE 0O

Examples Using Hoist

& —
I
Y 2 .
NN M A
agnetic Hoist i /| “A
Charging Holst

Y (=
TITTII7 777777
Holst for furnace gate Concrete Pile Factory o2
i % A
‘| Engine Room Crane Overhead Traveiling Grane(with cabin)
AAAA
1 | =
dagdas | /] =

)
7 T v / & I ¥
E\ e ) \A Y &
b = ._Q':i oo 0 o A 7/7/% )
ST e 5 i 7 J gﬂ;
T Y /W%

77 7T
Automobile Assembly Line
Derrick Crane Working Cargo
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Ordinary Type
SuspensioN Hoist

1S10H AJeulpdQ

4—¢d2

Tables of Dimensions

Capacity (ton) 0.5 1 2 2.8 3 5
Model KDO.5-L6(12)-S | KD1-L6(12)-S | KD2-L6(12)-S |KD2.8-L6(12)-5| KD3-L6(12)-S | KD5-L6(12)-5
Hoisting Lift (m) 6(12) 6(12) 6(12) 6(12) 6(12) 6(12)
el High speed 50/60(Hz) 10/12 10/12 8.4/10 7.5/9 7.5/9 4.7/5.6
Low speed 50/60(Hz) 5/6 5/6 4.2/5 3.7/4.5 3.7/45 3.5/4.2
Hositing High speed 24 X4 24X4 E 5X4 55X 4 55X6
Mecnkiis Low speed 1.2X8 1.2X8 18X8 25X8 28X8 42 X8
Brake D.C Magnetic Disc Brake
Wire rope Construction Dia.(mm) 6X19 6X19 6X36 6 X36 6 X 36 6 X 37
X no. of ropes 88X 2 80X 2 100X 2 | 1250X2 | 1250X2 160X 2
H 750 750 920 1060 1060 1245
A 400425 | 400425 | 465485 | 520(530) 520(530) | 615(625)
B 380(560) 380(560) | 430(590) | 445(635) | 445(635) | 515(705)
C 170 170 205 210 210 250
Dimensions D 255 255 290 350 350 415
(@pprox.mm) & 160 160 200 200 200 280
F 28 28 34 34 34 45
I 112 112 150 150 150 180
K 360 360 470 560 560 690
M 350(550) 350(550) | 350(550) | 364(564) | 364(564) | 450(650)
N 160 160 200 200 200 250
P 48 48 47 45 45 55
d1 26 26 33 33 33 47
d2 17 17 17 17 17 77
Approx Weight(kg) 146(170) 146(170) | 205(240) | 300(345) | 300(345) | 480(525)

[ HZHAIE QO SRS DA AR ZRHIEILICE If minute dimension is required on the site. It should be informed to us in advance.

http://www.kdhoist.com (4
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Ordinary Type
SuspensioN Hoist

L
Tables of Dimensions
Capacity (ton) 7.5 10 15 20
Model KD7.5-L12-S KD10-L12-S KD15-L12-S KD20-L12-5
Hoisting Lift (m) 12 12 12 12
.| High speed 50/60(Hz) 3.13.8 3.7/4.5 3.7/4.5 3.5/4.2
Speed(m/min) =) . speed 50/60(Hz) 23128 2573 253 23128
Hositing | HKXP) High speed 55X6 9X8 13X 8 17 X 8
Low speed 42X8 6X 12 85X 12 11.5 X 12
Brake D.C Magnetic Disc Brake
—_—" Construction Dia.(mm) 6X 36 6X37 6X37 6X37
X no. of ropes 140X 4 160X 4 189 X 4 2240% 4
H 1270 1330 1660 1900
A 935 975 1075 1165
B 835 955 1005 1195
¢ 295 320 365 400
D 465 530 615 640
G 800 800 800 850
Dif‘npepnr;;'n . I 232 232 77, 272
o) J 50 50 65 65
K 720 740 965 1150
M 1100 1100 1150 1250
N 400 400 500 500
3 62 62 70 70
di 47 47 63 63
d2 25 25 25 25
Approx.Weight(kg) 700 1000 1500 1900

[ HZSXIE QO PIES ZA AFK ZRHIEILICE If minute dimension is required on the site. It should be informed to us in advance.

05 http://www.kdhoist.com
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Ordinary Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

S FIZTOxE(
KUKDONG HOIST CO..UTD.

Capacity (ton) 0.5 1 2 2.8 3 5
Model KDO.5-L6(12)-M| KD1-L6(12)-M | KD2-L6(12):M |KD2.8-L6(12:M| KD3-L6(12)}-M | KD5-L6(12)-M
Hoisting Lift (m) 6(12) 6(12) 6(12) 6(12) 6(12) 6(12)
Speedmimi) High speed 50/60(Hz) 10/12 10/12 8.4/10 7509 758 4.7/56
Low speed 50/60(Hz) 5/6 5/6 4.2/5 3.7/45 3.7/45 35/4.2
Hositin High speed 24X4 24X4 37X4 5X4 55X4 55X6
9| Motor(kxP) |—— speed 12X8 | 12X8 | 18X8 | 25X8 | 28X8 | 42X8
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) |  20/24 20124 20124 20124 2024 2024
Traversing | (W) | Low speed 50/60(Hz) 13/16 13/16 13/16 13/16 13/16 13/16
Traversing Motor High speed 0.4 X4 0.4 X4 075X4 | 075X4 | 075%X4 | 075X4
(KuXP) Low speed 02X6 02X6 05X6 05X6 05X6 05X6
Wire rope DIA(mm) No. Of Falls 8pX2 8pX2 109X 2 12590X2 | 1250X2 169X 2
H 815 815 980 1115 1115 1325
A 400425) | 400425) | 465(485) | 520(530) | 520(530) | 615(625)
Approx. B 380(560) | 380(560) | 430(590) | 445(635) | 445(635) | 515(705)
Dimensions(mm) F 165 165 195 200 200 240
G 200 200 225 225 225 275
K 200 200 225 225 225 275
o aXbXt Cis TlCcisiT|C s T[CiSs T[CiSiT|[C S T
3{{212?,5’2& 200 X 100 X 7 [400 39 60[400 39 60 (454 35 45454 35 45|454.35 45| - - -
P haon 250 X 125 X 7.5 _[411 37 85[411 37 85[467 34 76467 34 76(467 34 76485 46 60
1300 X 150 X 10 |424 32 110]424 32 110[479 29 95[479 29 95 [479 29 95 [490 40 85
Min curve of radius(m) 15 15 1.8 1.8 1.8 23
Approx Weight(kg) 190(218) | 190(218) | 278(314) | 374(418) | 374(418) | 577(642)

# Note : 1) Figures in parentheses show hoists of 12m Lift.

2) Dimensions of I-beam in

[ I;]EIIAX'%

O2T

Q0= BE2 SA

sections are standard ones. Other I-beam also can be used by changing spacers.

HHl AR O IHEZILICE If minute dimension is required on the site. It should be informed to us in advance.
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Ordinary Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

Capacity (ton) 7.5 10 15 20
Model KD7.5-L12-M KD10-L12-M KD15-L12-M KD20-L12-M
Hoisting Lift (m) 12 12 12 12
.| High speed 50/60(Hz) 3.173.8 3.7/4.5 3.7/4.5 3.5/4.2
Speed(m/min) = peed 50/60(Hz) 23728 253 2583 23728
Hositin High speed 5.5 X6 9X8 13X 8 17X 8
9 Motor(KwxP) Low speed 42X8 6X12 85X 12 115X 12
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 0.75 X 4 (2units) 0.75 X 4 (2units) 1.5 X 4 (2units) 1.5 X 4 (2units)
(KwXP) Low speed 0.5 X 6 (Zunits) 0.5 X 6 (2units) 1.0 X 6 (2units) 1.0 X 6 (2units)
Wire rope DIA{mm) No. Of Falls 14¢ X 4 160 X 4 180X 4 2240 X 4
H 1460 1520 1875 2115
A 935 975 1075 1165
B 835 955 1005 1195
Approx. F 295 320 365 400
Dimensions(mm) L 465 530 615 640
G 800 800 800 850
M 275 275 300 300
K 275 275 300 300
. aXbXt € ¢ S & 7T C S i T cC i S T cC i S T
v'ai't"“her’gss'mgt 1300 X 150X 10 [ 480 35 = 68 [ 480 35 68 ] 1
= ,_begf}‘ 11450 X 175X 13 | 495 32 93 | 495 32 & 93 | 580 25 77 | 580 25 77
I-600 X 190X 13 | 510 25 118 [ 510 . 25 @ 118 | 590 23 92 | 590 23 92
Min curve of radius(m) For straight rail only
Approx Weight(kg) 910 l 1210 [ 2030 \ 2430

#Note : 1) If curved rail is required. this must be indicated in advance.

2) Dimensions of I-beam in

sections are standard ones. Other [-beam also can be used by changing spacers.

[ HZXIE QUK PIRE A AR ZHIZILICE If minute dimension is required on the site. It should be informed to us in advance.
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Double-Rail Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

2 F IO X E (@
KUKDONG HOIST CO..UTD.

1s10H AJeulpaqQ

Capacity (ton) p 2.8 3 )
Model KD2-L12-D KD2.8-L12-D KD3-L12-D KD5-L12-D
Hoisting Lift (m) 12 12 12 12
. | High speed 50/60(Hz) 8.4/10 7.5/9 7.5/9 47/5.6
Speedim/min) [}  <need 50/60(H2) 42/5 3.7/4.5 3.7/45 3.5/4.2
Hositing High speed 37X4 5X4 55X4 55X6
MatorfWXP) || o speed 18X38 25X8 28X38 42X8
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 20/24 20/24 20724 20/24
Traversing | (Mmin) | Low speed 50/60(Hz) 13/16 13/16 13/16 13/16
Traversing Motor High speed 075X4 0.75X4 0.75 X 4 0.75 X4
(KwXP) Low speed 05X6 05X6 05 X6 0.5X6
Wire rope DIA(mm) No. Of Falls 3pX4 99X 4 99 X4 12.5¢ X 4
H 415 420 420 510
R 950 950 950 1150
A 465 465 465 510
B 390 390 390 470
C 530 550 550 590
Approx. G 740 785 785 945
Dimensions(mm) K 705 705 705 845
w 650 650 650 760
L 680 690 690 890
M 120 120 120 120
N 95 95 95 105
od 140 140 140 165
oD 170 170 170 195
RAIL (kg/m) 15 15 15 15
Approx.Weight(kg) 450 550 550 850

[ HZXIE QU= TIRR2 ZA0) AN ZOHEELICE If minute dimension is required on the site. It should be informed to us in advance.

http://www.kdhoist.com (8



Double-Rail Type

Hoist With Motor-Driven Trolley

1s1oH AJeuipagQ

Tables of Dimensions

Capacity (ton) 7.5 10 15 20 30
Model KD7.5-L12-D KD10-L12-D KD15-L12-D KD20-L12-D KD30-L12-D
Hoisting Lift (m) 12 12 12 12 12
Speed(m/min) High speed 50/60(Hz) 3.1/3.8 3.7/4.5 3.7/4.5 3.5/4.2 2328
Low speed 50/60(Hz2) 23/2.8 2.5/3 2.5/3 2.3/28 1.5/1.8
Hositing High speed 55X6 9X8 13X8 17 X8 17 X8
MotortKWXP) || ow speed 42X8 6X 12 8.5X 12 115X 12 115X 12
Brake D.C Magnetic Disc Brake
Traversing Speed High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 0.75 X 4 0.75 X4 15X4 15X4 1.5 X 4 (2units)
(KwiXP) Low speed 05X6 05X6 1.0X6 1.0X6 1.0 X 6 (2units)
Wire rope DIA{mm) No. Of Falls 149X 4 169X 4 189X 4 22490X4 2240X6
H 730 775 995 1175 1790
R 1150 1150 1200 1300 1800
A 525 565 625 670 940
B 480 510 555 615 940
C 550 670 850 870 935
Approx. G 935 975 1075 1165 1425
Dimensions(mm) K 835 955 1005 1195 1455
W 800 865 920 1000 1540
L 850 850 870 935 1420
M 110 110 130 140 180
N 95 100 130 140 160
@d 165 165 180 220 250
¢D 195 195 210 250 280
RAIL (kg/m) 15 15 22 22 30
Approx Weight(kg) 900 1200 1850 2300 3450

§ETE

09

QUI= PAS ZAU AN ZOHEILICE If minute dimension is required on the site. It should be informed to us in advance.

O O
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Low-Head Type
Hoist With Motor-Driven Trolley

==[le}
k]

Tables of Dimensions

2 F IO E
KUKDONG HOIST CO..UTD.

1s1oH AJeulpaQ

Capacity (ton) 0.5 1 2 2.8 3 )
Model KDO5-L6(9)L | KD1-L6(9)-L | KD2-L6(9)-L | KD2.8-L60)-L | KD3-L6(O-L | KD5-L6(9)-L
Hoisting Lift (m) 6(9) 6(9) 6(9) 6(9) 6(9) 6(9)
Seeciting High speed 50/60(Hz) 10/12 10/12 8.4/10 7.5/9 7.5/9 4.7/5.6
Low speed 50/60(Hz) 5/6 5/6 42/5 3.7/45 3.7/45 3.5/4.2
Hositin High speed 24X 4 24X 4 3.7 X4 5X4 55X 4 55X6
9| Motor(kuxP) Low speed 12X8 | 12X8 18X8 | 25X8 2.8 X8 42X8
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 2024 2024 20124 20124 20/24 20/24
Makering (m/min) Low speed 50/60(Hz) 13/16 13/16 13/16 13/16 13/16 13/16
Traversing Motor High speed 0.4 X4 0.4 X 4 075X4 | 075X4 0.75X 4 0.75 X 4
(KwXP) Low speed 02 X6 02X6 05X6 05X6 05 X6 05X6
Wire rope DIA(mm) No. Of Falls 69X 4 69X 4 8P X4 9P X 4 9 X 4 1120 X4
H 550 550 585 620 620 800
A 505(580) | 505(580) 590(660) | 620(690) | 620(690) | 715(790)
AppIox. B 480(550) | 480(550) 555(625) | 545(615) 545(615) | 6150(695)
D 265 265 385 395 395 465
G 200 200 225 225 225 275
K 200 200 225 225 225 275
o aXbXt K 5 I 5 S i T S i T S I T 81 T
D!mens'c’"gt 1200 X 100 X 7 38 0 46 | 38 46 | 33 . 45 [ 34 - 45 | 34 | 45 %
Ll e 250X 125X 75 | 30 71 | 30 _ 71 | 22 71 | 23 71 | 23 71 | 26 86
IF300X150X10 | 28 96 | 28 96 | 22 9 | 23 96 | 23 9 | 23 111
Min curve of radius(m) 15 1.5 1.8 1.8 1.8 23
ApproxWeight(kg) 200248) | 200(248) 350(390) | 440(500) | 440(500) | 730(810)

#Note : 1) If curved rail requires, this must be indicated in advance.
2) Dimensions of I-beam in sections are standard ones. Other [-beam also can be used by changing spacers.

[ HI+XIE QU= PRS2 ZA0 ARN ZOHEELICE If minute dimension is required on the site. It should be informed to us in advance.
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Double Low-Head Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

Capacity (ton) P 2.8 3 B 10
Model KD2-L6(9)-DL |KD2.8-L6(9)-DL | KD3-L6(9)-DL | KD5-L6(9)-DL | KD10-L6(9)-DL
Hoisting Lift (m) 6(9) 6(9) 6(9) 6(9) 6(9)
Speed(mimir) High speed 50/60(Hz) 8.4/10 7.5/9 7.519 4.7/5.6 3.7/45
Low speed 50/60(Hz) 4.2/5 3.7/45 3.7/45 3.5/42 253
el KWXP) High speed 37X4 5X4 55X 4 55X6 9X8
Low speed 18X8 25X8 28X8 42 X8 6X12
Brake D.C Magnetic Disc Brake
Traversing Speed High speed 50/60(Hz) 20/24 20724 2024 20724 12.5/15
Tearg (m/min) Low speed 50/60(Hz) 13/16 13/16 13/16 13/16 8.3/10
Traversing Motor High speed 0.75 X 4 0.75 X 4 0.75 X 4 0.75 X 4 075X 4
(KwXP) Low speed 05X6 05X6 05X6 05X6 05X6
Wire rope DIA(mm) No. Of Falls 8o X4 99X 4 9P X 4 1120 X4 169X 4
H 390 400 400 480 860
R 950 950 950 1150 1150
A 590(660) 620(690) 620(690) 715(790) 7850(885)
B 555(625) 545(615) 545(615) 615(690) 765(865)
_ Approx g 170 170 170 210 215
Dimensions(mm)
F 300 315 315 330 350
W 690(830) 690(830) 690(830) 840(990) 880(1080)
¢d 140 140 140 165 165
@®D 170 170 170 195 195
Rail (kg/m) 15 15 15 15 15
Approx.Weight(kg) 395(425) 460(490) 460(490) 755(795) 870(920)
[ HZSXIE QUK= PR A0 AR ZOHIZLICE If minute dimension is required on the site. It should be informed to us in advance.
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Main & Aux Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

S FIZOXE(
KUKDONG HOIST CO..ITD.

Capacity (ton) 10/3 15/5 20/5 30/5
Model KD10/3-L12-MA KD15/5-L12-MA KD20/5-L12-MA KD30/5-L12-MA
Hoisting Lift (m) 12 12 12 12
Speed(m/min) High speed 50/60(Hz) | 3.7/4.5 7.5/9 3.7/45 4.7/5.6 3.5/4.2 47/5.6 23728 : 47/56
Low speed 50/60(Hz) 25/3 | 37/45 25/3 i 35/42 2.3/28 | 3.5/42 1.5/1.8 @ 35142
Hositing Motor(KwXP) High speed 9X8 55X4 13 X8 55X6 17 X 8 55X6 17 X 8 55X6
Low speed 6X12 : 28X8 [ 85X12: 42 X8 |[115X 12 42 X8 [11.5X 12 42X8
Brake D.C Magnetic Disc Brake
Traversing Speed High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 0.75 X4 15X4 15X4 1.5 X 4 (2units)
(KwXP) Low speed 05X6 1.0X6 1.0X6 1.0 X 6 (units)
Wire rope DIA(mm) No. Of Falls 160X 4 1250X 2| 180X 4 160X 2 2240X 4 16X 2 [2240X 6 16X 2
H 775 995 1175 1790
H1 340 420 390 285
R 1150 1200 1300 1800
A 955 1005 1195 1455
B 975 1075 1165 1425
C 655 850 855 930
Approx. al 780 870 900 1005
Dimensions(mm) F 590 680 630 850
w 1470 1600 1680 2110
M 100 140 140 160
N 110 150 140 180
K 385 465 420 380
G 495 455 580 880
¢d 165 180 220 250
¢D 195 210 250 280
Rail (kg/m) 15 22 22 30
Approx.Weight(kg) 1700 2475 3000 4250

[ BL+XIE QU= PRS2 ZA0 AFN ZOHIELICE If minute dimension is required on the site. It should be informed to us in advance.

http://www.kdhoist.com 12
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Main & Aux Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

Capacity (ton) 10/5 15/7.5 20/10 30/10
Model KD10/5-L12-MA KD15/7.5-L12-MA KD20/10-L12-MA KD30/10-L12-MA
Hoisting Lift (m) 12 12 12 12
Speed(mmin) -High speed 50/60(Hz) | 37/45 ~47/56 | 37/45 3138 | 35/42 37/45 [ 23028 37/A5
Low speed 50/60(Hz) 253 1 3.5/M42 253 | 23/28 233 @ 2573 1518 @ 253
Hositing | y1otor(kwxP) High speed 9X8 55X6| 13X8 55X6 | 17X8 9X8 [ 17X8 = 9X8
Low speed 6X12 : 42X8 | 85X12: 42X8 [115X12 6X12 115X 120 6X12
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 075 X4 1.5X4 1.5X4 1.5 X 4 (2units)
(KwXP) Low speed 05X6 1.0X6 1.0X 6 1.0 X 6 units)
Wire rope DIA(mm) No. Of Falls 160X 4 (169X 2 | 180X 4 | 14pX 4 2249 X4 169X 4 |2240X 6 169X 4
H 775 995 1175 1790
H1 435 480 740 420
R 1150 1200 1300 1800
A 975 1075 1195 1425
B 955 1005 1170 1455
C 670 855 855 930
Approx. al 855 895 980 1095
Dimensions(mm) F 635 750 790 960
w 1540 1650 1840 2400
M 100 140 140 160
N 110 150 140 180
K 415 445 480 560
G 495 455 570 880
@d 165 180 220 250
¢D 195 210 250 280
Rail (kg/m) 15 22 22 30
Approx Weight(kg) 1950 2950 3750 4600

[ HEXIE QUK PiEe A ARF ZOHIEILICE If minute dimension is required on the site. It should be informed to us in advance.

13 http://www.kdhoist.com
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Kuk Dong Creep Hoist

* X2l gl 30l =0o| Xal XKHp|| EFISH M=2 HES|SH
SOfT LANdINq 7|Jt“_._= = ng c—l oEI _IEOH._I=.J co= E'I"II:I ||:I'
Demonstrates excellent perfomancein doing precise as machinery assembling
and form adjusting
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WORKING EFFICIENCY

Speed is freely changed with push buttons at a high speed when
large movement and creep speed when fine adjusting movement.
The hoisted load is securely and efficiently stopped and unloaded.

SAFETY DESIGN

Two motors of creep speed and high speed are provided.

The creep speed selected by 2nd level pushed button and the high
speed by 1st level pushed button. Even if load is hoisted for a short
distance, it is stably and smoothly.

DURABILITY AND ECONOMICAL IMPROVEMENT

Since inching operation is unnecessary, there is no over-current,
mechanism shock is softened and durability is increased.
Thus, the haist is the energy saving type which reduces demand.

FINEWORK, VARIOUS APPLICATIONS

@ Work removable to machine tool

® Machine assembly

® Die maching of injection machine

@ Die transter, maching and drawing works at casting shop
@ Change of jigs and tools

High Speed

Creeping
Speed
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Ordinary Type

Creep Hoist With Motor-Driven Trolley

Tables of Dimensions

Capacity (ton) 1 2 2.8 3 B
Model KDC1-L6(12)-M | KDC2-L6(12)-M |KDC2.8-L6(12)-M | KDC3-L6(12)-M | KDC5-L6(12)-M
Hoisting Lift (m) 6(12) 6(12) 6(12) 6(12) 6(12)
Speed(mmin) High/Creep speed 50Hz 10/1.0 8.4/0.84 7.5/0.75 7.5/0.75 4.7/0.47
High/Creep speed 60Hz 121.2 101 9/0.9 9/0.9 5.6/0.56
Hositing High speed 24X4 3.7 X4 5X4 55X4 55X6
B e e 04X4 04 X4 15X4 15X4 10X6
Brake D.C Magnetic Disc Brake
Traversing Speed |_High speed 50/60(Hz) 20124 2024 20124 2024 2024
— (mmin) | Low speed 50/60(Hz) 13/16 13/16 13/16 13/16 13/16
Traversing Mator High speed 04X4 0.75X4 0.75X4 0.75X4 0.75X4
(KwXP) Low speed 02X6 05X6 05X6 05X6 05X6
Wire rope DIA(mm) No. Of Falls 8¢X 2 109X 2 125¢ X 2 125¢X 2 16 ¢X 2
H 815 980 1115 1115 1325
A 595(615) 635(675) 760(770) 760(770) 840(850)
Approx. B 380(560) 430(590) 445(635) 445(635) 515(705)
Dimensions(mm) F 375 380 445 445 470
G 200 225 225 225 275
K 200 225 225 225 275
o aXbXt cis T1T|]Ccis 1T|]Ccis 1T]Ccis 1T]C ST
with respes; | F200X100X7 (400 39 46| . - -1
to I-beam 12250 X 125 X 7.5 |410 37 71 455 34 76 |454 34 76 |454 34 76 | 465 46 60
13300 X 150 X 10 [ 42532 96 [465 32 95 (465 32 95 |465 32 95 480 40 85
Min curve of radius(m) 15 1.8 1.8 1.8 23
Approx Weight(kg) 225(245) 320(355) 415(460) 415(460) 635(700)

[ BEXIE Q0K SIS A0 AKX ZOHIEILICE If minute dimension is required on the site. It should be informed to us in advance.

2) Dimensions of I-beam in
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#Note : 1) Figures in parentheses show hoists of 12m Lift.
sections are standard ones. Other I-beam also can be used by changing spacers.
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Ordinary Type
Creep Hoist With Motor-Driven Trolley

}1s1oH daaud)

Tables of Dimensions

Capacity (ton) 7.5 10 15 20
Model KDC7.5-L12-M KDC10-L12-M KDC15-L12-M KDC20-L12-M
Hoisting Lift (m) 12 12 12 12
Soeedimiimin} High/Creep speed 50Hz 3.1/0.31 3.7/0.37 3.7/0.37 3.5/0.35
High/Creep speed 60Hz 3.8/0.38 4.5/0.45 4.5/0.45 4.2/0.42
Hositing High speed 55X6 9X8 13X8 17 X8
MotorlkWXF) [ —Creep speed 1.0X6 11X8 1.8X8 1.8X8
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Travessing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 0.75 X 4 (2units) 0.75 X 4 Qunits) 1.5 X 4 Qunits) 1.5 X 4 Qunits)
(KwXP) Low speed 0.5 X 6 (2units) 0.5 X 6 Qunits) 1.0 X 6 Qunits) 1.0 X 6 (Qunits)
Wire rope DIA(mm) No. Of Falls 149X 4 169X 4 189X 4 22.49X4
H 1460 1520 1875 2115
A 1170 1225 1365 1460
B 835 955 1005 1195
. Approx. F 505 570 620 660
Dimensions(mm) L 465 530 615 640
G 800 800 800 850
M 275 275 300 300
K 275 275 300 300
. . aXbXt cC S | T C i s 7T cC i s 7T C: | S E T
v'ai'g“erfs"’:; 300X 150X 10 [ 480 35 68 [ 480 35 68
" |-be§m I-400 X 175X 13 | 495 32 93 | 495 32 93 [580: 25 | 77 | 580 25 @ 77
I-600 X 190X 13 | 510 0 25 118 [ 510 0 25 118 [ 590 @ 23 = 92 [ 590 @ 23 92
Min curve of radius(m) For straight rail only
Approx.Weight(kg) 970 | 1280 | 2180 | 2520

#Note : 1) If curved rail requires, this must be indicated in advance.
2) Dimensions of I-beam in sections are standard ones. Other I-beam also can be used by changing spacers.

[ HE+XIE QU= PRS2 ZA0 AR ZOHIELICE If minute dimension is required on the site. It should be informed to us in advance.
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Low-Head Type

Creep Hoist With Motor-Driven Trolley
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Tables of Dimensions

Capacity (ton) 1 p 2.8 3 5
Model KDC1-L60Q)-L | KDC2-L6(9)-L | KDC2.8-L6(9)-L | KDC3-L6(9)-L | KDC5-L6(9)-L
Hoisting Lift (m) 6(9) 6(9) 6(9) 6(9) 6(9)
speed(mmin) High/Creep speed 50Hz 10/1 8.4/0.84 7.5/0.75 75/0.75 4.7/0.47
High/Creep speed 60Hz 12/1.2 10/1.0 9/0.9 9/0.9 5.6/0.56
Hositing High speed 24X4 3.7X4 5X 4 5.5X 4 55X6
Motk e o speerl 04 X 4 0.4 X 4 15X 4 15X 4 10X6
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 20/24 20724 20/24 20/24 20724
Travessing (m/min) Low speed 50/60(Hz) 13/16 13/16 13/16 13116 13/16
Traversing Motor High speed 04X4 075 X4 0.75 X 4 075X 4 0.75 X 4
(KwXP) Low speed 02X6 05X6 05 X6 0.5X6 05 X6
Wire rope DIA(mm) No. Of Falls 6@ X 4 8 X4 99X 4 99X 4 11.2¢X 4
H 550 585 620 620 800
Approx. A 695(775) 760(830) 860(930) 860(930) 940(1015)
Dimensions(mm) B 480(550) 555(625) 545(615) 545(615) 615(695)
C 460 460 510 510 585
D 265 385 395 395 465
G 200 225 225 225 275
K 200 225 225 225 275
. aXbXt S @ T S T S T S | T S T
Vei'tmher';-‘;g::t I-200 X 100 X 7 38 | 46 35 | 45 35 | 45 35 | 45 - -
I e I-250 X 125 X 7.5 30 71 34 : 71 3 7 34 76 46 = 61
I-300 X 150 X 10 28 96 32 9% 32 9% 32 9% 40 86
Min curve of radius(m) 15 18 18 18 23
Approx.Weight(kg) 275(325) 440(480) 545(605) 545(605) 775(855)

#Note : 1) If curved rail requires, this must be indicated in advance.

2) Dimensions of I-beam in

QU= DA SA AR ZOHIEHLICE If minute dimension is required on the site. It should be informed to us in advance.

[324nE
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sections are standard ones. Other I-beam also can be used by changing spacers.
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Double-Rail Type
Creep Hoist With Motor-Driven Trolley
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Tables of Dimensions

Capacity (ton)
Model KDC2-112-D [KDC2 812D |KDC3-L12-D | KDC5-L12-D|KDC7 5-012-D [KDCT0HL12-D|KDC15-L12-DKDC20-L1 2-DKDG012-D
Hoisting Lift (m) 12 12 12 12 12 12 12 12 12

Speed(m/min) High/Creep speed 50Hz | 8.4/0.84 | 7.5/0.75 | 7.5/0.75 | 4.7/0.47 | 3.1/0.31 | 3.7/0.37 | 3.7/0.37 | 3.5/0.35 | 2.3/0.23
High/Creep speed 60Hz| 10/1.0 | 909 9/09 [56/0.56|3.8/0.38|4.5/0.45 | 4.5/0.45 [ 4.2/0.42 | 2.8/0.28

Hositing Motor(KwxP) High speed 37X4 | 5X4 |55X4|55X6|55X6| 9X8 |13X8|17X8| 17X8
Creep speed 04X4115X4[15X4[10X6[10X6[11X8|18X8|18X8|18X8
Brake D.C Magnetic Disc Brake

Traversing Speed | High speed 50/60(Hz) | 20/24 | 2024 | 20/24 | 2024 | 125/15| 125/15 | 12515 [ 125/15 | 12515
(m/min) Low speed 50/60(Hz) | 13/16 | 13/16 | 13/16 | 13/16 | 83/10 | 8.3/10 | 83/10 | 83/10 | 83/10

Troversing | aversing Motor High speed 0.75 X 4]0.75 X 4]0.75 X 4/0.75 X 4]0.75 X 4[0.75 X 4] 1.5 X 4 | 1.5 X 4 |15x4@unis)
(KwXP) Low speed 05X6 | 05X6 | 05X6|05X6|05X6|05X6]|1.0X6| 1.0 X6 |1.0X60uis)
Wire rope DIA(mm) No. Of Falls 8OX 4 | 9PX 4 | 9DX 4 [1250X 4] 140X 4| 160X 4| 180 X 4|22 40X 4| 22.40X 6
H 415 | 420 | 420 | 510 | 730 | 775 | 995 | 1175 | 1480
R 950 | 950 | 950 | 1150 | 1150 | 1150 | 1200 | 1300 | 1800
A 465 | 465 | 465 | 510 | 525 | 565 | 625 | 670 | 940
B 300 | 390 | 390 | 470 | 480 | 510 | 55 | 615 | 940
C 560 | 580 | 580 | 620 | 580 | 700 | 80 | 900 | 935
pr— G 910 | 1025 | 1025 | 1170 | 1170 | 1225 | 1365 | 1460 | 1720
Dimensions(mm) K 705 | 705 | 705 | 845 | 835 | 955 | 1005 | 1195 | 1455
W 650 | 650 | 650 | 760 | 800 | 865 | 920 | 1000 | 1540
L 680 | 690 | 690 | 890 | 850 | 850 | 870 | 935 | 1420
M 120 | 120 | 120 | 120 | 110 | 110 | 130 | 140 | 180
N 95 95 95 | 105 | 95 | 100 | 130 | 140 | 180
¢d 140 140 140 165 165 165 180 220 250
oD 170 | 170 | 170 | 195 | 195 | 195 | 210 | 250 | 280
Rail (kg/m) 15 15 15 15 15 15 | 2 2 30
Approx Weight(kg) 49 | 590 | 590 | 900 | 955 | 1265 | 1920 | 2385 | 3536

[ HL+XIE QU= PRS2 ZA0 AFN ZOHIELICE If minute dimension is required on the site. It should be informed to us in advance.
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Main & Aux Type
Creep Hoist With Motor-Driven Trolley
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Tables of Dimensions
Capacity (ton) 10/3 15/5 20/5 30/5
Model KDC10/3-L12-MA | KDC15/5-L12-MA | KDC20/5-L12-MA | KDC30/5-L12-MA
Hoisting Lift (m) 12 12 12 12
Speed(m/min) High/Creep speed 50Hz | 3.7/0.37 7.5/0.75 | 3.7/0.37 4.7/0.47 | 3.5/0.35 47/047 | 2.3/0.23 4.7/0.47
High/Creep speed 60Hz | 4.5/0.45: 9/0.9 4.5/0.45 : 5.6/0.56 | 4.2/0.42 : 5.6/0.56 | 2.8/0.28 : 5.6/0.56
Hositing Motor(KwXP) High speed 9.0X8 55X4 13X8 55X6 17 X 8 55X6 17 X 8 55X6
Creep speed 11X8 1 15X4 ]| 1.8X8  1.0X6 1.8X8  1.0X6 | 1.8X8: 1.0X6
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 0.75 X4 1.5 X4 1.5X4 1.5 X 4 2units)
(KwXP) Low speed 05 X6 1.0X6 1.0X6 1.0 X 6 (2units)
Wire rope DIA(mm) No. Of Falls 160X 4 1250 X 2| 180X 4 160X 2 |2240X 4 160X 2 |2240X6: 16¢X 2
H 705 995 1175 1790
H1 325 420 390 285
R 1150 1200 1300 1800
A 955 1005 1195 1455
B 1225 1365 1460 1720
C 655 850 855 930
Approx. C1 780 870 900 1005
Dimensions(mm) F 590 680 630 850
w 1470 1600 1680 2110
M 100 140 140 160
N 110 150 140 180
K 385 465 420 380
G 495 455 580 880
¢d 165 180 220 250
@D 195 210 250 280
Rail (kg/m) 15 22 22 30
Approx Weight(kg) 1830 2605 3070 4420

[ HEXIE QU= PR A AFF ZOHIEILICE If minute dimension is required on the site. It should be informed to us in advance.
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Main & Aux Type

Creep Hoist With Motor-Driven Trolley

Tables of Dimensions

2 F X O X E(F
KUKDONG HOIST CO..ITD.

Capacity (ton) 10/5 15/7.5 20/10 30/10
Model KDC10/5-L12-MA | KDC15/7.5-L12-MA | KDC20/10-L12-MA | KDC30/10-L12-MA
Hoisting Lift (m) 12 12 12 12
Speed(mmin] High/Creep speed 50Hz | 3.7/0.37 ' 47/0.47 [ 37/0.37 3.1/0.31 [ 35/035 | 3.7/0.37 | 2.3/0.23 3.7/0.37
High/Creep speed 60Hz | 4.5/0.45  5.6/0.56 | 4.5/0.45 3.8/0.38 | 4.2/0.42 | 4.5/0.45 | 2.8/0.28 4.5/0.45
HOSIting | 1o tor(kwXP) High speed 90X8 I 55X6 | 13X8 ( 55X6 | 17X8 | 90X8 [ 17X8  9.0X8
Creep speed 11X8  1.0X6] 1.8X8 1.0X6 | 1.8X8  1.1X8 [ 1.8X8 1.1X8
Brake D.C Magnetic Disc Brake
Traversing Speed | High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 075 X4 1.5X4 1.5X4 1.5 X 4 (2units)
(KwXP) Low speed 05X6 1.0X6 1.0X6 1.0 X 6 (2units)
Wire rope DIA(mm) No. Of Falls 160X 4 160X 2 | 180X 4 (140X 4 [2240X 47 168X 4 240X 6. 160X 4
H 775 995 1175 1790
H1 435 480 740 420
R 1150 1200 1300 1800
A 1225 1365 1460 1720
B 955 1170 1225 1455
C 670 855 855 930
Approx. C1 855 895 980 1095
Dimensions(mm) F 635 750 790 960
W 1540 1650 1840 2400
M 100 140 140 160
N 110 150 140 180
K 415 445 480 560
G 495 455 570 880
@d 165 180 220 250
@D 195 210 250 280
Rail (kg/m) 15 22 22 30
ApproxWeight(kg) 1950 2950 3750 4600

[ HI+XIE QU= TIR2 ZA0 ARN ZOHEELICE If minute dimension is required on the site. It should be informed to us in advance.
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Large - Sized Hoist (35~70TON)

[H2Z2 CRANEO 221t E4~Jt 2HH0E] =0 8BS E9i0k= 35 [ HOIST
KUK-DONG's Large-sized HOIST demonstrestes enormous amount of power that can be easily controled
and repaired to large capacity cranes.
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POWERFUL AND GOOD FOR CONTINUOUS USAGE

Very powerful high torque is used, and therefore our hoist is

. known well as a powerful hoist.. In addition all components are
. built to fit for the power motor, and therefore our hoist is good

for continuous operation.

BLOCK BUILDING SYSTEM
The hoist can be assembled in various combination of several
basic blocks, and therefore hoist type (suspension, hand-push,
chain trolley, or motor-driven] can be easily interchanged, and
or wiring can be done in a very short time.

LOADING AND UNLOADING OVER A VAST RANGE IS POSSIBLE
When used with large capacity CRANE, it is lighter and smaller
compared to CRANE FRAME.

When light-weight CRANE GIRDER and SADDLE are adopted, the
range of loading and unloading can be widened and the standard
of construction components and the height of the building can be
lowered. Therefore, it has a merit that it can reduce the entire

const/Etun el ALMOST MAINTENANCE FREE
The hoist can be used immediately since the gear oil is already
poured in the oil-sealed gear section, and no special lubrication
is required since sealed grease bearings are used. Mechanism
employed on our hoist is designed to meet continuous operation
for many years to come, and brake lining is the only item to be
replaced when it had it's runs, if our instruction manual is well
observed.
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Ordinary Type
SuspensioN Hoist
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Tables of Dimensions

Capacity (ton) 35 50 60 70
Model KD35-L12-S KD50-L12-5 KD60-L12-5 KD70-L12-S
Hoisting Lift (m) 12 12 12 12
Hoisting speed(m/min) 50Hz 4 2.7 2 2
Hositing Hoisting speed(m/min) 60Hz 4.8 3.2 24 2.4
Hoisting Motor (KwXP) 33X6 33X6 33X6 33X6
Brake D.C Magnetic Disc Brake
Wire rope Dia(mm) X no. of ropes | 6 X Fi(25) 28@X 4 | 6 X Fi(25) 289X 6 | 6 X Fi(25) 28X 8 | 6 X Fi(25) 289X 8
H 1500 1900 2000 2000
A 1455 1780 2030 2030
B 1360 1685 1935 1935
C 560 905 1000 1000
Approx. D 855 1100 1005 1005
Dinension Sinmn) E 1000 1000 1000 1000
L 1075 1430 1930 1930
M 1500 2250 2750 2750
N 1000 1600 1600 1600
¢d 47 63 63 63
Weight (approx.)(kg) 4200 6000 8200 8200

[ HZXIE QU= TR GA0) ARN ZOIHELICE If minute dimension is required on the site. It should be informed to us in advance.
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Double-Rail Type
Hoist With Motor-Driven Trolley

Tables of Dimensions

Capacity (ton) 35 50 60 70
Model KD35-L12-D KD50-L12-D KD60-L12-D KD70-L12-D
Hoisting Lift (m) 12 12 12 12
Hoisting speed(m/min) 50Hz 4 279 2 2
Hositing Hoisting speed(m/min) 60Hz 4.8 3.2 24 2.4
Hoisting Motor (KwXP) 33X6 33X6 33X6 33X6
Wire rope Dia(mm) X no. of ropes | 6 X Fi(25) 28®X 4 | 6 X Fi(25) 28¢X 6 | 6 X Fi(25) 280X 8 | 6 X Fi(25) 289X 8
Traversing Speed | High speed 50/60(Hz) 12.5/15 12.5/15 12.5/15 12.5/15
Traversing (m/min) Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 22X4 2.2 X 4 (2units) 2.2 X 4 (2units) 2.2 X 4 (2units)
(KwXP) Low speed 1.5X6 1.5 X 6 (2units) 1.5 X 6 (2units) 1.5 X 6 2units)
Brake D.C Magnetic Disc Brake
H 1490 1680 1780 1780
R 1600 2300 2800 2800
A 1025 1432 1525 1525
B 955 1243 1150 1150
C 1012.5 1220 1220 1220
G 1455 1780 2030 2030
Approx. K 1360 1715 1965 1965
Dimensions(mm) w 1550 2125 2125 2075
D 70 80 80 80
L 1044 1430 1930 1930
M 215 275 275 300
N 215 275 275 300
P 355 450 450 500
Q 395 490 490 540
Rail(kg/m) 37 50 50 50
Weight(approx.)(kg) 5200 7000 8500 9000

[ &

HAUSLIE QUIE DR S AR LOHIEHLICEL If minute dimension is required on the site. It should be informed to us in advance.
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Creep Hoist Wirth Motor Driven Trolley

Tables of Dimensions

Capacity (ton) 35 50 60 70
Model KDC35-L12-D KDC50-L12-D KDCe0-L12-D KDC70-L12-D
Hoisting Lift (m) 12 12 12 12
Speed(m/min) | HighCreep speed 50Hz 4/0.4 2.7/0.27 2/0.2 2/0.2
Hositing High/Creep speed 60Hz 4.8/0.48 3.2/0.32 2.4/0.24 2.4/0.24
Motor (KwXP) High/Creep speed 33X6/3.7X4 33X6/3.7X4 33X6/3.7X4 33X6/3.7X4
Wire rope Dia(mm) X no. of ropes | 6 X Fi(25) 28@X 4 | 6 X Fi(25) 28X 6 | 6 X Fi(25) 28X 8 | 6 X Fi(25) 28X 8
Traversing Speed | High speed 50/60(Hz) 12:5/15 12.5/15 12.5/15 12.5/15
R (mmin) | Low speed 50/60(Hz) 8.3/10 8.3/10 8.3/10 8.3/10
Traversing Motor High speed 22X4 2.2 X 4(2units) 2.2 X 4(2units) 2.2 X 4(2units)
(KwXP) Low speed 15X6 1.5 X 6(2units) 1.5 X 6(2units) 1.5 X 6(2units)
Brake D.C Magnetic Disc Brake
H 1490 1680 1780 1780
R 1600 2300 2800 2800
A 1025 1432 1525 1525
B 955 1243 1150 1150
C 1015 1220 1220 1220
Approx. G 1735 2060 2310 2310
Dimensions(mm) K 1360 1715 1965 1965
W 1550 2125 2125 2075
D 70 80 80 80
L 1044 1430 1930 1930
M 215 275 275 300
N 215 275 275 300
P 355 450 450 500
Q 395 490 490 540
Rail(kg/m) 37 50 50 50
Weight(approx.)(kg) 5200 7200 9050 9200

[ H24TIE

QU= PEE2 A A LPHIZLICE If minute dimension is required on the site. It should be informed to us in advance.
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Orthier Producr
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MODEL A MODEL B
CAP(KW X P) 0.75X4 1.5X4 15X4 CAP(KW X P) 22X4
DIMENSIONS 0.75X4 1.0X6 1.0X6 DIMENSIONS 1.5X6
A 353 388 388 A 568
B 56.5 56.5 775 B 84
C 29 29 34 C 25
D 25 25 30 D 59
Reduce 1/12.12 Reduce
Ratio 1/16.3 Ratio 12029

[ BRFTIE QUI= HE2 A0 AX LPHIELICE If minute dimension is required on the site. It should be informed to us in advance.
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Orther Producr

Geared MoOTOR
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I | 12| gwmois &
i | [ ' 240 |
= i L] 280
MODEL C MODEL D
CAP(KW X P) 3.7X4 CAP(KW X P) 3.7X4
DIMENSIONS 22X6 DIMENSIONS 22X6
A 435 A 655
B 105 B 105
& 41 C 41
D 64 D 64
Reduce Reduce
Ratio 22 Ratio Wae

[ 3ZXIE QU= DIE2 ZAI0H AR LRIHEELICE If minute dimension is required on the site. It should be informed to us in advance.
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Other Producr
End Carriage (Suspension/Over Head

2 Suspension Type Over Head Type
0] BUFFER
E “
g- BL}M /_L(ROLLER WHEEL GEAR WHEEL ?,%T}},Eg
- ; i TP
=Ci A — B

Suspension Type

TYPE CAPACITY MOTOR DIMENSIONS I-BEAM SIZE
(TON) (KW) A B C D E I H ¢] P
KD 100-10 05~2 | 02X2 | 1000 1350 150 200 150 P+195 | P+45 | H/2+285| 75,100,125
KD 115-15 3(2.8) 0.4X2 1500 1850 150 200 150 P+199 P+49 | H/2+335 100,125
KD 135-20 5 075 2000 2350 150 200 180 P+201 | P+51 | H/2+290 125,150
KD 135-25 5 2500 3000 200 300 180 P+201 | P+51 | H/2+290 125,150
KD 135-25 75 - 2500 3000 200 300 200 P+211 | P451 | H/24305 150,175
KD 135-30 75 3000 3500 200 300 200 P+211 | P+51 | H/2+305 150,175
Over Head Type () =BRAKEH
DIMENSIONS(mm)

TYPE A 8 c b E . . ’ : , . WHEEL(®) RAIL(kg/M)
KD 125-10 | 1000 | 1500 200 300 50 270 280(360) 100 150 12.5 120 125
KD 125-15 | 1500 | 2000 | 200 | 300 50 | 270 |280(360)] 100 | 150 | 125 | 120 125
KD 125-20 | 2000 | 2500 | 200 | 300 50 | 270 280(360) 100 | 150 | 125 | 120 125 15
KD 125-25 | 2500 | 3000 | 200 | 300 50 | 270 |280(360)| 100 | 150 | 125 | 120 125
KD 125-30 | 3000 | 3500 | 200 | 300 50 | 270 280(360) 100 | 150 | 125 | 120 125
KD 160-10 | 1000 | 1500 200 300 50 290 |285(365)| 120 200 20 130 160
KD 160-15 | 1500 | 2000 | 200 | 300 50 | 290 |285(365)| 120 | 200 20 130 160
KD 160-20 | 2000 | 2500 | 200 | 300 50 | 290 |285(365)| 120 | 200 20 130 160 15
KD 160-25 | 2500 | 3000 | 200 | 300 50 | 290 |285(365)| 120 | 200 20 130 160
KD 160-30 | 3000 | 3500 | 200 | 300 50 | 290 |285(365)| 120 | 200 20 130 160

[ 824XIE QU= PES MO AE ZRHIEILICE If minute dimension is required on the site. It should be informed to us in advance.
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Orther Producr

End Carriage (Suspension/Over Head

Over Head Type

BUFFER

19npodd 43Y10

)

©

(&

S

) (& it

El | C | | D

> -t-

——
Over Head Type 20| w2t SEAE FIR0| JH5E. () = BRAKE B
DIMENSIONS(mm)
WHEEL RAIL(kg/M
L A Fa T , ; (@) RAIL(Kkg/M)
KD 200-15 | 1500 60 | 300 |290370)] 120 | 200 | 20 140 200
KD 200-20 | 2000 | 2500 | 200 | 300 60 | 300 n 120 | 200 | 20 140 200 o
KD 200-25 | 2500 | 3000 | 200 | 300 60 | 300 ! 120 | 200 | 20 140 200 :
KD 200-30 | 3000 | 3500 | 200 | 300 60 | 300 i 120 | 200 | 20 140 200
KD 200-20 | 2000 | 2700 | 300 | 400 60 | 340 |[300@80) 120 | 200 | 30 160 250
KD 200-25 | 2500 | 3200 | 300 | 400 60 | 340 i 120 | 200 | 30 160 250
KD 200-30 | 3000 | 3700 | 300 | 400 60 | 340 ! 120 | 250 | 30 160 250 22,30
KD 200-35 | 3500 | 4200 | 300 | 400 60 | 340 " 120 | 250 | 30 160 250
KD 200-40 | 4000 | 4700 | 300 | 400 60 | 340 " 120 | 250 | 30 160 250
KD 200-20 | 2000 | 2700 | 300 | 400 60 | 340 ! 120 | 250 | 30 160 315
KD 200-25 | 2500 | 3200 | 300 | 400 60 | 340 ! 120 | 250 | 30 160 315
KD 200-30 | 3000 | 3700 | 300 | 400 60 | 340 " 120 | 250 | 30 160 315 S5
KD 200-35 | 3500 | 4200 | 300 | 400 60 | 340 " 120 | 300 | 30 160 315 ’
KD 200-40 | 4000 | 4700 | 300 | 400 60 | 340 " 120 | 300 | 30 160 315
KD 200-45 | 4500 | 5200 | 300 | 400 60 | 340 i 120 | 300 | 30 160 315
KD 200-30 | 3000 | 3800 | 350 | 450 60 | 480 |[370450)) 140 | 300 | 50 300 400
KD 200-35 | 3500 | 4300 | 350 | 450 60 | 480 i 140 | 300 | 50 300 400
KD 200-40 | 4000 | 4800 | 350 | 450 60 | 500 " 140 | 380 | 50 300 400 30,37
KD 200-45 | 4500 | 5300 | 350 | 450 60 | 500 " 140 | 380 | 50 300 400
KD 200-50 | 5000 | 5800 | 350 | 450 60| 500 i 140 | 380 | 50 300 400
W RAIL SIZE (§ 43 m) = [-BEAM SIZE (8 iLam)
Kg/M W H L
3 150 200 250
1 15 | 488 | 794 | 794 i X X X
22 | s08 | 937 | 937 il
30 603 | 1079 | 107.9 - 5 t» | 55| 7 |75[10 | 8 9 |10
ot 37 | 627 | 1222 | 1222 " t- | 95| 10 |125/ 19 | 13 | 15| 18
[ BZ4XIE QUIE D2 ZAI0H AR LRIHIELICE If minute dimension is required on the site. It should be informed to us in advance.
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Other Producr
End Carriage (Suspension/Over Head
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Selection Charts for End Carriages

CAPACITY(kg) HOIST MODEL END CARRIAGE FOR UNDERHUNG OVER HEAD CRANES : SPAN(M)

(KD) 4 5 6 7 8 9 ) 11 12 13 14 15
500~1000 KD-1
KD-1 KD100-10 KD115-15
2000 i
3000 KD-1, KD-2
£000 0 KD135-25
7500 KD-2 [ KD135-25 | KD135-30
HOIST MODEL END CARRIAGE FOR TOP RUNNING OVER HEAD CRANES : SPAN(M)
CAPACITY(kg) (KD) 4 6 0 12 14 16 18 20 22 24 28 30
2000 e KD200-30 KD250-45| | KD31550
KD160-25 KD250-40 —
KD-1 KD250-35
3000 it KD200-25
5000 KD-2 KD200-25 | KD250-30 [ | KkD315-40 |
7500 KD-2 KD315-35 | | KD400-50
KD250-25 KDA400-45
10000 KD-2 [kD31525] KD315-30 [KD400-30 (D40035 | KD400-40
15000 KD-2 _ N CEEE
20000 KD-2 | kD400-35 |  KD500-35 | KD500-40| | KD630-45
Long Travel _- eed Specification
TYPE — WHEEL DIA SUSPENSION TYPE OVER HEAD TYPE
GEAR MOTOR SPEED(m/mm) —__| 100 115 135 160 200 250 315
HIGH SPEED 24 24
L LOW SPEED 12 12
HIGH SPEED 24 24 36
KMT-040 LOW SPEED 12 12 30
HIGH SPEED 16 16 16 16
GM-075 LOW SPEED 10 10 10 15 15 15 15 15 20
HIGH SPEED 13 13 13 22 22 22 22
Senlad LOW SPEED 20 20 20 20 20 25

[ 824XIE QU= PES MO A LRHIEILICE If minute dimension is required on the site. It should be informed to us in advance.
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Orther Product
Reference Data

Installation of Stopper

60

d-bolt

B N

Angle Beam KF

T X O X E(F

I(IIKDOIIG HOIST GO..ITD.

1 50 200 250 300 350 400 450
I-beam(mm)
100 125 150 150 150 175

LB

Angle Beam
o) 50 X 50 X 6 65 X 65 X 6
A(mm) 22 30
B(mm) 75 | 105 | 110 | 140 | 190 | 230 | 280
MMM M| MMM
d(mm) 12| 16| 16| 20| 20| 20 | 20

Max.permissible lengh for CABTYRE cable Max.permissible span for tracerser rail(m)

(I-Beam | 2%|C{ Span)

(Cabtyre cable AF2ZI0| Fuse 22}

150 : Allowable Span of Standard BH hoist by
I-beam size Capacities(m) (Supported at both ends)
AXBXt
1727T 1T 2T 3T
< 200X100X7 | 58 4.1 2.9 23 2
oY
% 100 250X125X7.5 | 89 6.3 44 36 -
3 300X150X10 | 140 | 99 | 70 | 57 | 44
]
= 350X150X9 | 153 | 10.8 7.6 6.2 48
0 R
E (5%) 350X150X12 | 186 | 13.2 9.3 7.6 5.9
- 400X150X10 | 192 | 136 9.6 7.8 6.1
(A 400X150X125| 221 | 156 | 110 | 90 7.0
7 450X175X11 £ 5 i 5 73
Mator(Kw) 15 450X175X13 | - L - - 86
mm:e - Fuse{a) 150 200
Swich Box Moanelc| 3_950-30 3-250-100 3-250-200 Min. Radis of Cunatrem) | 1.5 1:5 1.8 1.8 1.8
thbanhe o

http://www.kdhoist.com 30

o
—
=2
1
-3
o)
=
o
o
=
o]
—




=1 |THRSOl| === (=)
KUKDONG HOIST CO..LTD.
http://www.kdhoist.com Printed in Korea.

119, Haebong-Ro, Danwon-Gu, Ansan-City, Gyeonggi-Do, Korea
T. 82-31-491-5311 F. 82-31-492-0473
E-mail. kukdong(@kdhoist.com

T. 82-2-783-4203 F. 82-2-784-6340
E-mail. kukdonghoist@gmail.com

82-80-380-0001

http://www.kdhoist.com



